
Retrievable Redirect

WARNING
This product may be used only by persons trained to use it safely, or 
by someone under the instruction of someone with the knowledge of 
how to use this product.  If possible this product should be assigned 
directly to the end user.  Only use this product as specified in the 
instructions.

PRIOR TO USE
Read this document in its entirety and make sure that all components 
are understood prior to use.  Keep the user instructions and inspection 
sheet for reference.  For additional safety requirements check your lo-
cal and national regulations in regard to PPE for arborists.

Sherrill Inc. is not responsible for any direct, indirect, or incidental 
consequences/ damages occurring during or after the use of the prod-
uct resulting from any improper use, especially caused by incorrect 
assembly. 

WARNING
Our products are intended to be used for the purpose mentioned in 
the instructions, and can be dangerous.  This tool must be used with a 
suitable tie in point and is not designed to be used as the lone tie in 
point. Only use the system as listed in these instructions. Never con-
nect the XSRE carabineer as life support.

MODIFICATIONS AND REPAIRS
Are only allowed by the manufacturer or those authorized in writing 
by the manufacturer.

800-525-8873
SherrillTree.com

Retrieval of the re-direct

Once the climber has been secured to the tree or has exited the tree 
and is on the ground, the system may be removed.  Untie the rope from 
the basil anchor system and using either a small knot, or preferably a 
small retriever ball pull the working end of the rope through the tree.  
When the retriever ball reaches the carabineer it should continue 
through the carabineer and catch on the smaller XSRE carabineer.  At 
that point pull the rope until the main attachment point carabineer 
has passed back through the loop, undoing the girth hitch and lower 
to the ground.

IMPORTANT
Be aware that the equipment may be damaged if dropped from heights. Check 
all hardware before and after use to ensure that no damage has occurred.  Check 
with the manufacturer of the attached hardware for instruction on when to retire 
damaged goods.

If at any time the re-direct shows excessive wear on the rope, splices or eye 
loops retire immediately.  Consult the cordage manufacturer for specific details 
on when to retire the cordage used in this re-direct.

ver.103014

1 2

3

DATE CONDITION INSPECTOR



USE
• This re-direct was NOT designed to be the sole point of attachment 

for a climber.  This re-direct must be used in conjunction with a 
proper anchor point or tie in point.

• This re-direct was designed to be an additional point of contact 
and not designed to be used in fall arrest configuration.  At no point 
should it be used in a potential fall arrest configuration.

• When possible this re-direct should be located above the user to 
prevent shock loading and to minimize the potential for pendulum 
swings.

• Check the structure to which this re-redirect is being attached, and 
that it is suitable for supporting any foreseeable loads.  Including 
those loads which may be the result of an emergency situation.

• Any work positioning system is designed to be used without slack 
in the system, maintain a taut climbing system.

MODES OF USE
This re-direct is designed to be used in 2 configurations.

• Stationary rope climbing system re-direct  
(girth hitch configuration)

• Moving rope climbing system re-direct   
(girth hitch configuration with additional prussic, not included)

Identification
1. Loop splice (do not girth on splice)
2. Main Attachment point
3. Retrieval splice
4. XSRE accessory carabineer for retrieval 
5. Carabineer attachment point (DMM Revolver recommended,  
 not included)
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Stationary rope climbing system

In order to be used effectively the main attachment point must be 
passed through the loop creating a girth hitch around the limb in-
tended for use as the re-direct point.  At no time should the weight of 
the girth hitch rest on the sewn splice.  Adjust the girth hitch so the 
main attachment point is pointed directly to the ground.  The user is 
responsible for properly positioning the re-direct in a manner that is 
best for work positioning.  Attach the working line by opening the car-
abineer and placing rope inside. This connection point must be above 
the climbers work positioning system.  The smaller XSRE carabineer is 
then attached between the main attachment point carabineer and the 
climbers work positioning system. 

Moving rope climbing system

In this configuration the main attachment point is passed through the 
loop around a limb which has been identified as the re-direct point, 
creating a girth hitch around the limb.  Attach the working end of the 
climbing line to the carabineer (DMM Revolver recommended) on the 
main attachment point.

Attach a prussic to the retriever leg and attach a carabineer (DMM 
Revolver recommended).

Attach the working end of the rope to the carabineer on the retriever 
side of the re-direct.  

The prusik which is attached to the working end of the line should not 
rest on the retrievable eye.  

The XSRE carabineer should be attached on the working end of the 
climber’s rope, between the carabineer on the redirect and the climb-
ers work positioning system.


